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ALBSTEEL, is a leading steel company based in Durres, Albania - only 3 km away 
from the country's main port. Known for its robust presence in domestic and 
regional markets, the company offers a diverse production and trading range of 
steel products such as: Hollow Sections; Steel Sheets; Steel Stripes; Merchant 
Bars; Steel Beams; Metal Deck; Trapezoidal Sheets; Open Profiles U C Σ; 
Sandwich Panel and more.
Our production and trading capacity reaches up to 100,000 tons annually, 
allowing us to meet the growing demands of both local and regional markets. 
With production expertise since early 2000, ALBSTEEL carries on the mission of 
providing high quality materials and being the safe future of our customer's 
projects.
Positioned as a trusted partner in local and regional market, we combine 
innovation and reliability in order to meet the evolving demands of the industry 
for our Balkan and EU partners.
Our products are certified according to ISO 9001:2015 and ISO 14001:2004 
standards, and bearthe CE mark, ensuring full compliance with European 
regulations. In addition, our metal service center offers specialized services, 
such as steel surface sandblasting, primer coating, cut to length and coil 
stripping, providing comprehensive solutions for every steel project.
Our production process is environmentally friendly, powered by renewable 
energy from our installed photovoltaic panels. This commitment to 
sustainability reduces our carbon footprint while ensuring efficient and 
responsible manufacturing.
ALBSTEEL  is committed to build strong and long-term partnerships with clients 
worldwide. We export to regional markets and several countries within the 
European Union, delivering
high-quality products and services through advanced technology and a 
dedicated team that
ensures efficiency and professionalism in every aspect of our operations.

ALBSTEEL – Reliable Partner



02Headquarters at Xhafzotaj, Durrës

Rruga “Rrapeve”, Km. 3, Xhafzotaj, Durrës, Albania
+355 52 901061  / +355 52 901062 /  

info@albsteel.al / sales@albsteel.al     
www.albsteel.al

 +355 68 2067271  / +355 68 2088063
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Hollow
Section
Circular
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Circular  hollow section

18

20.5

21.5

25.4

28.5

32

s (mm)

1.0
1.2
1.5
2.0
1.0
1.2
1.5
2.0
1.0
1.2
1.5
2.0
1.0
1.2
1.5
2.0
2.5
1.0
1.2
1.5
2.0
2.5
1.0
1.2
1.5
2.0
2.5

G (kg/m)

0.45
0.53
0.65
0.84
0.51
0.61
0.74
0.96
0.54
0.64
0.78
1.02
0.64
0.76
0.94
1.23
1.50
0.71
0.85
1.05
1.37
1.67
0.81
0.95
1.19
1.55
1.90

42

44.5

48

51

57

60

63.5

s (mm)

1.2
1.5
2.0
2.5
3.0
1.2
1.5
2.0
2.5
3.0
1.2
1.5
2.0
2.5
3.0
4.0
1.2
1.5
2.0
2.5
3.0
4.0
1.2
1.5
2.0
2.5
3.0
4.0
1.2
1.5
2.0
2.5
3.0
4.0
1.5
2.0
2.5
3.0
4.0

G (kg/m)

1.24
1.54
2.04
2.53
2.99
1.32
1.64
2.15
2.69
3.18
1.42
1.77
2.33
2.89
3.42
4.50
1.52
1.87
2.48
3.08
3.65
4.80
1.69
2.10
2.76
3.43
4.08
5.38
1.79
2.22
2.94
3.65
4.34
5.72
2.35
3.10
3.85
4.57
6.03

76

89

95.5

102

114.5

127

152

160

s (mm)

1.5
2.0
2.5
3.0
4.0
5.0
2.0
2.5
3.0
4.0
5.0
2.0
2.5
3.0
4.0
5.0
2.0
2.5
3.0
4.0
5.0
2.5
3.0
4.0
5.0
2.5
3.0
4.0
5.0
3.0
4.0
5.0
3.0
4.0
5.0

G (kg/m)

2.80
3.71
4.61
5.51
7.26
8.99
4.35
5.42
6.46
8.54
10.60
4.68
5.83
6.95
9.17
11.35
5.00
6.23
7.43
9.82
12.16
6.96
8.34
11.02
13.66
7.78
9.28
12.30
15.31
11.14
14.76
18.37
11.75
15.57
19.35

38

40

1.0
1.2
1.5
2.0
2.5
1.2
1.5
2.0
2.5
3.0

0.95
1.13
1.40
1.84
2.28
1.19
1.47
1.93
2.40
2.83

70

35 1.0
1.2
1.5
2.0
2.5

0.88
1.05
1.29
1.70
2.10

1.5
2.0
2.5
3.0

2.59
3.42
4.26
5.06

Production Standard EN 10219-1 : 2006
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Hollow
Section



Square hollow section
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bxb (mm)

16 x 16

20 x 20

25 x 25

30 x 30

40 x 40

50 x 50

60 x 60

s (mm)

1.0
1.2
1.5
1.0
1.2
1.5
2.0
2.5
1.0
1.2
1.5
2.0
2.5
1.0
1.2
1.5
2.0
2.5
3.0

1.0
1.2
1.5
2.0
2.5
3.0
4.0

1.5
2.0
2.5
3.0
4.0

2.0
2.5
3.0
4.0
5.0

G (kg/m)

0.51
0.61
0.74
0.64
0.76
0.94
1.23
1.50
0.81
0.95
1.19
1.55
1.90
0.95
1.13
1.40
1.84
2.28
2.69

1.28
1.52
1.87
2.48
3.08
3.65
4.80

2.35
3.10
3.85
4.57
6.03

3.71
4.61
5.51
7.26
8.99

bxb (mm)

70 x 70

80 x 80

90 x 90

100 x 100

120 x 120

s (mm)

2.0
2.5
3.0
4.0
5.0
2.0
2.5
3.0
4.0
5.0
2.0
2.5
3.0
4.0
5.0
2.0
2.5
3.0
4.0
5.0
2.5
3.0
4.0
5.0

G (kg/m)

4.35
5.42
6.46
8.54
10.6
5.00
6.23
7.43
9.82
12.17
5.60
6.96
8.34
11.02
13.66
6.24
7.78
9.28
12.3
15.31
9.32
11.14
14.76
18.37

35 x 35 1.0
1.2
1.5
2.0
2.5

1.11
1.32
1.64
2.15
2.69

38 x 38 1.0
1.2
1.5
2.0

1.18
1.41
1.75
2.31

Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006
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Rectangular
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Hollow
Section
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Rectangular hollow section
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20 x 10

20 x 14

25 x 15

30 x 10

30 x 15

30 x 20

40 x 10

40 x 20

40 x 30

50 x 10

0.52
0.62
0.68
0.54
0.64
0.78
0.64
0.76
0.94
0.64
0.76
0.94
0.71
0.85
1.05
0.81
0.96
1.19
1.55
1.90
0.81
0.95
1.19
0.95
1.13
1.40
1.84
2.28
1.11
1.32
1.64
2.15
2.69
0.95
1.13
1.40

80 x 60

100 x 20

100 x 40

100 x 50

a x b (mm) G (kg/m)s (mm) a x b (mm) G (kg/m)s (mm) a x b (mm) G (kg/m)s (mm) a x b (mm) G (kg/m)s (mm)

1.0
1.2
1.5
1.0
1.2
1.5
1.0
1.2
1.5
1.0
1.2
1.5
1.0
1.2
1.5
1.0
1.2
1.5
2.0
2.5
1.0
1.2
1.5
1.0
1.2
1.5
2.0
2.5
1.0
1.2
1.5
2.0
2.5
1.0
1.2
1.5

4.35
5.42
6.46
8.54
2.25
2.80
3.71

4.35
5.42
6.46
8.54
4.68
5.83
6.95
9.17

2.0
2.5
3.0
4.0
1.2
1.5
2.0

2.0
2.5
3.0
4.0
2.0
2.5
3.0
4.0

1.2
1.5
2.0
1.5
2.0
2.5

1.2
1.5
2.0
1.5
2.0
2.5
3.0
4.0

1.69
2.10
2.76
2.35
3.10
3.85

1.89
2.35
3.10
2.80
3.71
4.61
5.51
7.26

70 x 20

70 x 30

80 x 20

80x40

50 x 25

160 x 40

160 x 80 2.5

3.0

4.0

5.0

9.30

11.12

14.75

18.37

7.782.5
3.0
4.0
5.0

9.26
12.30
15.31

1.0
1.2
1.5

80 x 10 1.40

1.69

2.10

150 x 50 7.782.5
3.0
4.0
5.0

9.26
12.30
15.31

140 x 60 2.5

3.0

4.0

5.0

7.78

9.26

12.30

15.31

50 x 16 1.04
1.24
1.54

1.0
1.2
1.5

150 x 100 11.75
15.57
19.35

3.0
4.0
5.0

120 x 80 7.78
9.28
12.30
15.31

2.5
3.0
4.0
5.0

120 x 60 6.96
8.34
11.02
13.66

2.5
3.0
4.0
5.0

120 x 40 5.00
6.23
7.43
9.82

2.0
2.5
3.0
4.0

100 x 80 5.60
6.96
8.34
11.02
13.66

2.0
2.5
3.0
4.0
5.0

100 x 60 5.00
6.23
7.43
9.82
12.16

2.0
2.5
3.0
4.0
5.0

50 x 20 1.11
1.32
1.64
2.15

1.0
1.2
1.5
2.0

1.5
2.0
2.5
3.0
1.2
1.5
2.0
2.5
3.0

1.2
1.5
2.0

1.5
2.0
2.5
3.0
1.5
2.0
2.5
3.0
4.0

1.87
2.48
3.08
3.65
1.69
2.10
2.76
3.43
4.08

1.52
1.87
2.48

2.10
2.76
3.43
4.08
2.35
3.10
3.85
4.57
6.03

50 x 40

60 x 20

60 x 30

60 x 40

1.0
1.2
1.5
2.0
2.5

1.19
1.42
1.77
2.33
2.89

50 x 25

1.2 1.5250 x 30

60 x 10 1.0
1.2
1.5

1.11
1.32
1.64

1.0
1.2
1.5

70 x 10 1.26

1.52

1.87

Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006
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52 x 26

G (kg/m)

1.10
1.32
1.64

s (mm)

1
1.2
1.5

51 x 25.5

G (kg/m)

1.04
1.24
1.54
2.04

s (mm)

1
1.2
1.5
2

38 x 25

G (kg/m)

1.40
1.69
2.10

s (mm)

1
1.2
1.5

50 x 25

G (kg/m)

1.27
1.52
1.87

s (mm)

1
1.2
1.5

38 x 25

G (kg/m)

1.19
1.42
1.77

s (mm)

1
1.2
1.5

60

G (kg/m)

2.35
3.10
3.85
4.57

s (mm)

1.5
2.0
2.5
3.0

30 x 15

G (kg/m)

0.64
0.76
0.94

s (mm)

1
1.2
1.5

38 x 38

k

1.57
1.88
2.35

1
1.2
1.5

Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006Production Standard EN 10219-1 : 2006



Steel sheet
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Steel sheet & plate

Thickness (mm)

0.40

0.45

0.50

0.55

0.60

0.70

0.75

0.80

0.90

1.00

1.10

1.20

1.35

1.50

1.80

2.00

2.50

2.80

3.00

1000 x 2000

6.3

7.1

7.9

8.6

9.4

11.0

11.8

12.6

14.1

15.7

17.3

18.8

21.2

23.6

28.3

31.4

39.3

44.0

47.1

1250 x 2200

8.6

9.7

10.8

11.9

13.0

15.1

16.2

17.3

19.4

21.6

23.7

25.9

29.1

32.4

38.9

43.2

54.0

60.4

64.8

1250 x 2500

9.8

11.0

12.3

13.5

14.7

17.2

18.4

19.6

22.1

24.5

27.0

29.4

33.1

36.8

44.2

49.1

61.3

68.7

73.6

1250 x 3000

11.8

13.2

14.7

16.2

17.7

20.6

22.1

23.6

26.5

29.4

32.4

35.3

39.7

44.2

53.0

58.9

73.6

82.4

88.3

Thickness (mm)

4

5

6

7

8

9

10

12

14

15

16

18

20

22

25

28

30

35

40

50

1000 x 2000

63

79

94

110

126

141

157

1500 x 6000

283

353

424

495

565

636

707

848

989

1060

1130

1272

1413

1554

1766

2000 x 6000

377

471

565

659

754

848

942

1130

1319

1413

1507

1696

1884

2072

2355

2638

2826

3297

3768

4710

2000 x 8000

754

879

1005

1130

1256

1507

1758

1884

2010

2261

2512

2763

3140

3517

3768

4396

5024

6280

Albsteel.All rights Reserved 2025©

EN 10025-2 : 2019 or equivalent EN according to steel grade�Production Standard
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Chequered
Plates
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mm

1.5
1.8
2.0
2.5
3.0
4.0
5.0
6.0
8.0

1250 x 2500

50.41
55.31
67.58
79.84
104.38
128.91
153.44
202.50

1500 x 3000

79.65
97.31
114.98
150.30
185.63
220.95
291.60

Chequered plates
Teardrop Pattern

1000 x 2000

27.55
32.26
35.40
43.25
51.10
66.80
82.50
98.20
129.60

mm

1.5
1.8
2.0
2.5
3.0
4.0
5.0
6.0
8.0

1250 x 2500

56.66
61.56
73.83
86.09
110.63
135.16
159.69
208.75

1500 x 3000

88.65
106.31
123.98
159.30
194.63
229.95
300.60

1000 x 2000

31.55
36.26
39.40
47.25
55.10
70.80
86.50
102.20
133.60

Chequered Plates
Diamond Pattern

Albsteel.All rights Reserved 2025©

EN 10025-2 : 2019Production Standard EN 10025-2 : 2019Production Standard EN 10025-2 : 2019Production Standard EN 10025-2 : 2019Production Standard EN 10025-2 : 2019Production Standard EN 10025-2 : 2019Production Standard EN 10025-2 : 2019Production Standard EN 10025-2 : 2019Production Standard
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Merchant
bars
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b (mm)

6
8
10
12
14
16
18
20
22
25
28
30
32

G (kg/m)

0.28
0.50
0.79
1.13
1.54
2.01
2.54
3.14
3.80
4.91
6.15
7.07
8.04

Square bars

6
8
10
12
14
16
18
20
22
25
28
30
32
35
40

G (kg/m)

0.22
0.39
0.62
0.89
1.21
1.58
2.00
2.47
2.98
3.85
4.83
5.55
6.31
7.55
9.86

Round bars

b (mm)

35
40
45
50
55
60
65
70
80
90
100
120
150

G (kg/m)

9.62
12.60
15.90
19.60
23.70
28.30
33.20
38.50
50.20
63.60
78.50
113.00
177.00

45
50
55
60
65
70
75
80
85
90
95
100
120
150
200

G (kg/m)

12.50
15.40
18.70
22.20
26.00
30.20
34.70
39.50
44.50
49.90
55.60
61.70
88.80
139.00
247.00

Albsteel.All rights Reserved 2025©

EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard
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3

0.28

0.33

0.38

0.47

0.59

0.71

0.82

0.94

1.06

1.18

1.41

1.64

1.89

2.12

2.36

2.83

3.06

3.30

3.53

4

0.38

0.44

0.50

0.63

0.79

0.94

1.10

1.26

1.41

1.58

1.88

2.20

2.51

2.82

3.14

3.77

4.08

4.40

4.71

5

0.47

0.55

0.63

0.79

0.98

1.18

1.37

1.57

1.77

1.96

2.36

2.75

3.14

3.53

3.93

4.72

5.10

5.50

5.88

6

0.57

0.66

0.75

0.94

1.18

1.41

1.65

1.88

2.12

2.36

2.83

3.30

3.77

4.24

4.71

5.65

6.12

6.59

7.06

8

0.75

0.88

1.00

1.26

1.57

1.88

2.20

2.51

2.82

3.14

3.77

4.40

5.02

5.65

6.28

7.54

8.16

8.79

9.42

10

1.26

1.57

1.96

2.36

2.75

3.14

3.53

3.93

4.71

5.50

6.28

7.07

7.85

9.42

10.20

11.00

11.80

12

1.88

2.36

2.83

3.30

3.77

4.24

4.71

5.65

6.59

7.54

8.48

9.42

11.30

12.24

13.18

14.13

14

2.75

3.30

3.85

4.40

4.95

5.50

6.59

7.69

8.79

9.89

10.99

13.12

14.22

15.38

16.48

16

3.77

4.40

5.02

5.65

6.28

7.54

8.79

10.04

11.30

12.60

15.10

16.32

17.60

18.84

20

4.71

5.50

6.28

7.07

7.85

9.42

11.00

12.60

14.13

15.70

18.84

20.41

22.00

23.60

25

7.85

8.83

9.81

11.80

13.73

15.70

17.70

19.62

23.60

25.51

27.50

29.43

30

9.42

10.60

11.80

14.13

16.50

18.84

21.19

23.60

28.30

30.61

33.00

35.32

40

18.84

22.00

25.02

28.26

31.14

37.68

40.82

44.00

47.20

50

39.30

47.14

51.02

55.00

58.92

Thickness
Width
a (mm)

12

14

16

20

25

30

35

40

45

50

60

70

80

90

100

120

130

140

150

Flat bars

EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard EN 10025-1/2Production Standard



20

a (mm)

20

25

30

35

40

45

50

55

60

65

G (kg/m)

0.88
1.14
1.12
1.45
1.36
1.77
2.18
1.61
2.10
1.86
2.42
2.97
2.09
2.74
3.38
2.33
3.06
3.77
4.47
5.82
3.33
4.18
3.70
4.57
5.42
7.09
4.91
5.91
6.76
7.73

a (mm)

70

75

80

90

100

110

120

140
150

180

200

s (mm)

6
7
8
7
8
7
8
10
8
9
10
8
10
12
10
12
10
12
15
14
10
12
15
18
15
16
18
16
18
20

G (kg/m)

6.38
7.38
8.36
7.94
8.92
8.49
9.66
11.90
10.90
12.20
13.40
12.20
15.10
17.80
16.60
19.70
18.20
21.60
26.60
29.50
23.00
27.30
33.80
40.10
40.90
43.50
48.60
48.50
54.30
59.90

s (mm)

3
4
3
4
3
4
5
3
4
3
4
5
3
4
5
3
4
5
6
8
4
5
4
5
6
8
5
6
7
8

Equal Angles
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Pro eliku T

h=a (mm)

20
25
30
30
35
35
40
40

s (mm)

3.0
3.0
3.0
4.0
4.0
4.5
4.0
5.0

G (kg/m)

0.88
1.11
1.34
1.77
2.08
2.33
2.40
2.96

T-i bars

h=a (mm)

45
50
50
60
70
80
90
100

s (mm)

5.0
5.0
6.0
7.0
8.0
9.0
10.0
11.0

G (kg/m)

3.35
3.75
4.45
6.23
8.32
10.70
13.40
16.40

21
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1,74

2,86

4,87

3,86

5,59

5,07

7,09

8,64

10,6

13,4

16,0

18,8

22,0

25,3

29,4

33,2

37,9

41,8

46,2

59,5

60,6

63,1

71,8

b

15

20

35

25

38

30

42

45

50

55

60

65

70

75

80

85

90

95

100

100

100

102

110

h

30

40

40

50

50

60

65

80

100

120

140

160

180

200

220

240

260

280

300

320

350

380

400

s

4,0

5,0

5,0

5,0

5,0

6,0

5,5

6,0

6,0

7,0

7,0

7,5

8,0

8,5

9,0

9,5

10,0

10,0

10,0

14,0

14,0

13,5

14,0

t

4,5

5,5

3,5

6,0

7,0

6,0

7,5

8,0

8,5

9,0

10,0

10,5

11,0

11,5

12,5

13,0

14,0

15,0

16,0

17,5

16,0

16,0

18,0

cm2

2,21

3,7

6,2

4,92

7,12

6,46

9,03

11,00

13,50

17,00

20,40

24,00

28,00

32,20

37,40

42,30

48,30

53,30

58,80

75,80

77,30

80,40

91,50

Wx

1,69

3,79

7,05

6,73

10,6

10,5

17,7

26,5

41,2

60,7

86,4

116

150

191

245

300

371

448

535

679

734

829

1020

Wy

0,39

0,86

3,08

1,48

3,75

2,16

5,07

6,36

8,49

11,12

14,8

18,3

22,4

27,0

33,6

39,6

47,7

57,2

67,8

80,6

75,0

78,7

102

Weight (kg/m)

UPN

UPN 30 x 15

UPN 40x20

UPN 40

UPN 50 x 25

UPN 50

UPN 60

UPN 65

UPN 80

UPN 100

UPN 120

UPN 140

UPN 160

UPN 180

UPN 200

UPN 220

UPN 240

UPN 260

UPN 280

UPN 300

UPN 320

UPN 350

UPN 380

UPN 400

Dimensions (mm) Section F Resistence Moment (cm3)

UPN beams

Albsteel.All rights Reserved 2025©

EN 10025-1/2Production Standard
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6,0

8,1

10,4

12,9

15,8

18,8

22,4

26,2

30,7

36,1

42,2

49,1

57,1

66,3

77,6

90,7

106,0

122,0

b

46

55

64

73

82

91

100

110

120

135

150

160

170

180

190

200

210

220

h

80

100

120

140

160

180

200

220

240

270

300

330

360

400

450

500

550

600

s

3,8

4,1

4,4

4,7

5,0

5,3

5,6

5,9

6,2

6,6

7,1

7,5

8,0

8,6

9,4

10,2

11,1

12,0

t

5,2

5,7

6,3

6,9

7,4

8,0

8,5

9,2

9,8

10,2

10,7

11,5

12,7

13,5

14,6

16,0

17,2

19,0

cm2

7,64

10,30

13,20

16,40

20,10

23,90

28,50

33,40

39,10

45,90

53,80

62,60

72,70

84,50

98,82

115,50

134,40

156,00

Wx

20,0

34,2

53,0

77,3

109,0

146,0

194,0

252,0

324,0

429,0

557,0

713,0

904,0

1160,0

1500,0

1930,0

2440,0

3070,0

Wy

3,69

5,79

8,65

12,3

16,7

22,2

28,5

37,3

47,3

62,2

80,5

98,5

123,0

146,0

176,4

214,2

254,1

307,9

Weight (kg/m)

IPE

IPE 80

IPE 100

IPE 120

IPE 140

IPE 160

IPE 180

IPE 200

IPE 220

IPE 240

IPE 270

IPE 300

IPE 330

IPE 360

IPE 400

IPE 450

IPE 500

IPE 550

IPE 600

Dimensions (mm) Section F Resistence Moment (cm3)

IPE beams

EN 10025-1/2Production Standard
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16,7

19,9

24,7

30,4

35,5

42,3

50,5

60,3

68,2

76,4

88,3

97,6

105

112

125

140

155

166

178

190

204

224

252

272

b

100

120

140

160

180

200

220

240

260

280

300

300

300

300

300

300

300

300

300

300

300

300

300

300

h

96

114

133

152

171

190

210

230

250

270

290

310

330

350

390

440

490

540

590

640

690

790

890

990

s

5

5

5,5

6

6

6,5

7

7,5

7,5

8

8,5

9

9,5

10

11

11,5

12

12,5

13

13,5

14,5

15

16

16,5

t

8

8

8,5

9

9,5

10

11

12

12,5

13

14

15,5

16,5

17,5

19

21

23

24

25

26

27

28

30

31

cm2

21,2

25,3

31,4

38,8

45,3

53,8

64,3

76,8

86,8

97,3

112,5

124,4

133,5

142,8

159,0

178,0

197,5

211,8

226,5

241,6

260,5

285,8

320,5

346,8

Wx

72,76

106,3

155,4

220,1

293,6

388,6

515,2

675,1

836,4

1013

1260

1479

1678

1891

2311

2896

3550

4146

4787

5474

6241

7682

9485

11190

Wy

26,76

38,48

55,62

76,95

102,7

133,6

177,7

230,7

282,1

340,2

420,6

465,7

495,7

525,8

570,9

631,0

691,1

721,3

751,4

781,6

811,9

842,6

903,2

933,6

Weight (kg/m)

HEA

HEA 100

HEA 120

HEA 140

HEA 160

HEA 180

HEA 200

HEA 220

HEA 240

HEA 260

HEA 280

HEA 300

HEA 320

HEA 340

HEA 360

HEA 400

HEA 450

HEA 500

HEA 550

HEA 600

HEA 650

HEA 700

HEA 800

HEA 900

HEA 1000

Dimensions (mm) Section F Resistence Moment (cm3)

HEA beams

Albsteel.All rights Reserved 2025©

EN 10025-1/2Production Standard



25

Albsteel.All rights Reserved 2025©

20,4

26,7

33,7

42,6

51,2

61,3

71,5

83,2

93

103

117

127

134

142

155

171

187

199

212

225

241

262

291

314

b

100

120

140

160

180

200

220

240

260

280

300

300

300

300

300

300

300

300

300

300

300

300

300

300

h

100

120

140

160

180

200

220

240

260

280

300

320

340

360

400

450

500

550

600

650

700

800

900

1000

s

6

6,5

7

8

8,5

9

9,5

10

10

10,5

11

11,5

12

12,5

13,5

14

14,5

15

15,5

16

17

17,5

18,5

19

t

10

11

12

13

14

15

16

17

17,5

18

19

20,5

21,5

22,5

24

26

28

29

30

31

32

33

35

36

cm2

26,0

34,0

43,0

54,3

65,3

78,1

91,0

106,0

118,4

131,4

149,1

161,3

170,9

180,6

197,8

218,0

238,6

254,1

270,0

286,3

306,4

334,2

371,3

400,0

Wx

89,91

144,1

215,6

311,5

425,7

569,6

735,5

938,3

1148

1376

1678

1926

2156

2400

2884

3551

4287

4971

5701

6480

7340

8977

10980

12890

Wy

33,45

52,92

78,52

111,2

151,4

200,3

258,5

326,9

395,0

471,0

570,9

615,9

646,0

676,1

721,3

781,4

841,6

871,8

902,0

932,3

962,7

993,6

1050

1085

Weight (kg/m)

HEB

HEB 100

HEB 120

HEB 140

HEB 160

HEB 180

HEB 200

HEB 220

HEB 240

HEB 260

HEB 280

HEB 300

HEB 320

HEB 340

HEB 360

HEB 400

HEB 450

HEB 500

HEB 550

HEB 600

HEB 650

HEB 700

HEB 800

HEB 900

HEB 1000

Dimensions (mm) Section F Resistence Moment (cm3)

HEB beams
Trare eliku HEB
HEB beams

20,4

26,7

33,7

42,6

51,2

61,3

71,5

83,2

93

103

117

127

134

142

155

171

187

199

212

225

241

262

291

314

b

100

120

140

160

180

200

220

240

260

280

300

300

300

300

300

300

300

300

300

300

300

300

300

300

h

100

120

140

160

180

200

220

240

260

280

300

320

340

360

400

450

500

550

600

650

700

800

900

1000

s

6

6,5

7

8

8,5

9

9,5

10

10

10,5

11

11,5

12

12,5

13,5

14

14,5

15

15,5

16

17

17,5

18,5

19

t

10

11

12

13

14

15

16

17

17,5

18

19

20,5

21,5

22,5

24

26

28

29

30

31

32

33

35

36

cm2

26,0

34,0

43,0

54,3

65,3

78,1

91,0

106,0

118,4

131,4

149,1

161,3

170,9

180,6

197,8

218,0

238,6

254,1

270,0

286,3

306,4

334,2

371,3

400,0

Wx

89,91

144,1

215,6

311,5

425,7

569,6

735,5

938,3

1148

1376

1678

1926

2156

2400

2884

3551

4287

4971

5701

6480

7340

8977

10980

12890

Wy

33,45

52,92

78,52

111,2

151,4

200,3

258,5

326,9

395,0

471,0

570,9

615,9

646,0

676,1

721,3

781,4

841,6

871,8

902,0

932,3

962,7

993,6

1050

1085

Weight (kg/m)

HEB

HEB 100

HEB 120

HEB 140

HEB 160

HEB 180

HEB 200

HEB 220

HEB 240

HEB 260

HEB 280

HEB 300

HEB 320

HEB 340

HEB 360

HEB 400

HEB 450

HEB 500

HEB 550

HEB 600

HEB 650

HEB 700

HEB 800

HEB 900

HEB 1000

Dimensions (mm) Section F Resistence Moment (cm3)

DIN 1025
Euronorm 53-62 (Dimension)
EN 10034: 1993 (Tolerance)
EN 10163-3, C (Surface)

EN 10025-1/2Production Standard
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Green Future
100% recycled energy used
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